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W A L L -  A N D  C U B I C L E  S Y S T R M S  F O R  
S H O W E R - ,  L A U N D R Y-  A N D  C H A N G I N G  R O O M S

N O T E :

Study the installation instructions, drawings and specifications.  

Let the wall panels lie flat until it is time to mount.

F L O O R  I N C L I N AT I O N  

Check that the amount of level difference in the floor is within the appropriate height adjustability range which is 

90-150 mm.

D E  F A S TA  V Ä G G A R N A  

Check that the existing walls an which the system is ta be mounted are vertical. 

The wall brackets (1) can handle a horizontal deviation of about 10 mm between the upper and lower bracket.

W h e n  d e v i a t i n g  a b o v e  1 0  m m ,  t h e  p r e f a b r i c a t e d  w a l l  p a r t s  m u s t  b e  s l a n t e d .

A D A P T I O N  

Compact high-pressure laminate can be sawn with fine-toothed blade. The edges can be sanded and polished.

Use woodworking tools with cemented carbide inserts.
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A S S E M B LY  O V E R V I E W

1. Wall mount
Art No 
AP 251031  White
AP 251033 Grey
3 pieces/pack

10.Decor strip
Art No  
AP 854530, L = 1,86 m White 
AP 854531, L= 1,86 m - Light Grey

2. Front bracket
Art No  
AP 251041 White 
AP 251043 Grey
3 pcs / pack
incl. 6 pcs + 4 
screws. See also 
pos. no 6

5. Floor pedestals 
type U
inkl. incl. 2 nail plugs 
and 4 nuts
Art No  
AP 251001 White 
AP 251003 Grey 

7. End plate
Art No  
AP 251071 White 
AP 251073 Grey
2 pcs incl. 2 screws/
package

8.Splice Tray
Art No 
AP 251081 White
AP 251083 Grey

3. Floor pedestals 
type T
incl. 2 nail plugs 
and 4 nuts
Art No 
AP 251021  White
AP 251023 Grey 

4. Floor pedestals  
type L
incl. 2 nail plugs 
and 4 nuts
Art No
AP 251011 White
AP 251013 Grey

9. Locking handle
Door knobs (pair) 
Damping cushions 
Erf. screws
Art No 
AP 251091 White
AP 251093 Grey

6. Overhead bracing
L = 2015 mm
Art No 
AP 251061 White
AP 251063 Grey
L = 3000 mm
Art No  
AP251211 White 
AP 251213 Grey
Screws included
Item no. 2. Front bracket

Mounting sequence see fig A - E (next page)
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A .  S TA R T  W I T H  P A R T I T I O N -  A N D  E N D  W A L L

B .  C O N T I N U E  W I T H  F R O N T  W A L L S  A S
T H E Y  M U S T  H A V E  F R O N T  M O U N T

D .  I N S TA L L  L O C K  F I T T I N G S  A N D 
D O O R  B U T T O N S

C .  C O N T I N U E  W I T H  O V E R H E A D  B R A C I N G 
A N D  T H E  R E M A I N I N G  F R O N T  W A L L S

E .  E N D  W I T H  AT TA C H I N G  T H E  P E-
D E S TA L S  T O  T H E  F L O O R

First mount all T and L
foot pillar to the wall panels.

In this moment everything is corrected as skew.

Now continue with the wall brackets

Shall 
”touch 
ground”

SEE DRAWING!

End wall

Place column foot 
type L (4) as shown 
below. Otherwise as 
for partition

Drill 2 holes per 
bracket. Use enclo-
sed hole template. 
Place the holes in the 
vertical line

Front wall and door 
are mounted here as 
a unit after the head 
bracing (6) has come 
into place. NOTE! 
Does not apply to 1 
cabin.

Allow the head bracing 
to run 2-3 mm past the 
outer front wall.

End tray is 
pressed in

NOTE! Splice in the middle of 
the partition!

End tray

Key grip

Allen screw 
always 
on the 
same side. 
Always on 
the inside 
of the 
cabin.

Make sure 
the walls 
bottom in 
the fittings. 
Tighten the 
Allen screws 
properly.

Distance
Stud in locked posistion

Recommended placement of 
nail plug for T and U foot.

Gluing - 2 x 10 mm injection holes are located in the foot plate 
for the person who wants to glue the foot to the floor. Use a 
filling glue.

The cover plate - the tray can 
rest against the floor of its own 
weight or glued with a filling 
glue.

NOTE! On sloping floors. 
Compensate with enclosed 
nut trays.

SEE ALSO
OVERVIEW IMA-
GE ON PAGE 2!
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Recommended placement of 
nail plug for L-foot.

3 pads in height with hinges

The locking lever is mounted right or left. Set the stud in the 
desired locked position and pressure in the loose 4-axis shaft.
In the case of outgoing doors, the lock is mounted in the door 
and at the entrance door in the front wall. All holes are pre-dril-
led.

USE SPIRIT 
LEVEL

Cover 
plate

Allen screw 
always on 
the same 
side. Always 
on the inside 
of the cabin.

3 mounts/ 
wall

Suiteable location for mounted 
door

Front bracket (2) Pre drilled holes

2 pcs 10 mm screws

Min. 1 pc/150 mm

Drill Ø 3,5Magnetic

Delivered length 2015 
mm or 3000 mm, pre 
drilled c/c 150 mm.Utsida

Wall 
bracket 
in line 
with head 
bracing.

Decor strip (10) in the upper door frame 
and the head bracing upper track.

The front walls must be leveled!

Note! Front wall! Door

15 +/- 5 (een override)

Outside

Down2 pcs
(magnetic)

Inside

The locking knobs are 
screwed into the pre-drilled 
holes.
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5

25

S P E C I A L  S O LV I N G  F O R  E X T E N D E D  P A R T I T I O N -  A N D  E N D  W A L L S

1 pcs roof attachment
1 pcs end plate
2 pcs screws
can be delivered as 
alternative
Art No
AP 251231 White
AP 251233 Grey
Cut the head bracing. It 
should go from wall to 
wall. No end plates.

3 front brackets on 
each side on transverse
wall part when parti-
tion and end walls are 
extended.

End plate both sides.

See page 6 for 
placing

Drill up hole instructions in the 
end fitting. Attach the bracket 
to the fixed wall with nail plug, 
screw etc.

Drill holes Ø 3mm above and 
below.
2 self-tapping screws 3.5 x 9.5 
mm.
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S P E C I A L  S O LV I N G  F O R  S H O W E R  C A B I N  W I T H O U T  D O O R

S P E C I A L  S O LV I N G  F O R  B E N C H

Ceiling mount can be supplied as 
an alternative when attaching to a 
wall.
Drill up hole instructions in the end 
fitting. Attach the bracket to the 
fixed wall with nail plug, screw etc.

Existing pedestals
at the sitting bench.

Seat bench is mounted in 4 front 
bracket or 2 front bracket and 2 wall 
bracket (against fixed wall). Pre-dril-
led holes in laminate.

Placing see page 5.

Curtain liner
L = 3000 mm
Art No AP 

Bench kit 1
2 st front attachment and 4 screws

Art No AP 251101 White
Art No AP 251103 Grey

Bench kit 2
2 st wall attachment

Art No AP 251201 White
Art No AP 251203 Grey

Sliding Hook Kit
Art No AP 854660

Drill holes Ø 3 mm from over and under. 
2 pcs threaded screw 3,5 x 9,5 mm.
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B

A

S TA C K I N G  L O N G  F R O N T  W A L L S

14  End plate special 
Pressed firmly in overhead bracing
Art No AP 251231 White
Art No AP 251233 Grey

Overhead bracing
(only on front)

12 Assembly kit
Art No AP 251221 White
Art No AP 251223 Grey

Contrains:
1 pcs end plate A
1 pcs roof attachment B
8 pcs screws M4 x 16
2 pcs plastic plug

SHOWN CONTRUCTION 
DIRECTION

10 Decor strip 
On both sides.

Roof attachment B
Attached to the 
ceiling, locking 
screw locks against 
profile. Can also be 
used as wall mount.

13 Pre drilled pipe 
L = 3 m

Art No AP 251211 White
Art No AP 251213 Grey

5
2 pcs U-foot.

Drill holes Ø 3mm 
in wall bracket and 
overhead bracing. 
Self-tapping screws.

Drill 3.5 mm holes in laminate 
for screws, however, drill into 
the profile tube at the arrow.

Ca 300

Lower edge
Pipes should be aligned
bottom plate.

Pre-drilled holes in the profile. 
Attach plastic plugs to unused 
holes.

End plate  
A under pipe.
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V Ä G G -  O C H  S K Ä R M S K I V O R
F O R M AT 

S T O M M E  U P P B Y G G N A D 
 

P R O F I L E R 

G O LV P E L A R E 
 
B A S I C  D U S C H S K Ä R M 

L E V E R A N S

B E A R B E T N I N G

V AT T E N T Å L I G H E T

S L A G T Å L I G H E T

 
R E N G Ö R I N G  O C H  S K Ö T S E L

A N S V A R S TA G A N D E

Rätt till ändringar förbehålles.

Frontväggar 1888 x 1300 mm
Skiljeväggar 1904 x 1300 mm
Dörrar format 1860 x 620 mm, 1860 x 920 mm

Högtryckslaminat, 10 mm tjockt. ISO 4586/EN 438.

Pulverlackerade profiler/mässing beslag, varav merparten är förborrade.

Ställbar pelarfot mellan 90 -150 mm.

Högtryckslaminat 1860 x 900 mm. Profiler av natureloxerad aluminium för alter-
nativ infästning golv/ tak eller golv /vägg med draperiskena. 

Konfektionerat efter ritning. Med varje order medföljer en ritning och  
monteringsanvisning enligt projekteringsunderlag. 
 
Basic kan sågas och borras med vanliga träbearbetningsverktyg med hård- 
metallskär. Kanterna kan slipas och poleras men behöver varken målas eller 
skyddas på annat sätt mot fukt.

Det homogena laminatet tål fukt och vatten och angrips inte av mögel eller röta. 
Det går tex utmärkt att högtrycks tvätta väggarna, ett krav som många industrier 
ställer för kostnadseffektiv rengörning. 

 
Högtryckslaminatet är ett av marknadens tåligaste byggmaterial. Laminatet har 
en hård, motståndskraftig yta som det är oerhört svårt att göra intrycksmärken i.

Wallsystems skärmväggssystem Basic har hög kemikaliebeständig- het, varför 
det inte kräver någon speciell skötsel. Starka kalkfläckar tvättas med 10% ättik- 
eller citronsyra. Fläckar från färg, märkpennor, nagellack etc. avlägsnas med 
T-sprit, aceton, bensin eller tetrakloretylen följt av en efter- tvättning med vat-
ten och allrengörningsmedel. Observera brandfaran och hälsovårdligheten hos 
lösningsmedel. Följ tillverkarens föreskrifter. Använd inte stålull, skurpulver eller 
andra slipande preparat, de kan ge upphov till blanka fläckar på ytan. Tåligheten 
hos Basic gör det även möjligt att högtryckstvätta systemet. 

Vi lämnar ett utvidgat ansvar enligt särskild handling för Basic skärmväggar 
under 10 år.

Our products Space and Basic are listed in the database for buildingproducts 
that can be used in Nordic Swan Ecolabelled buildings.


